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PROJECT DESCRIPTION EQUIPMENT LIST “A | - EQUIPMENT LIST "B
GENERAL _
— | A OMENT T o B. EQUIPMENT TG BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
T:{ERQEQ%Egg égvagvgg Iuﬁlﬁag?gégﬁgcllgwng THE EXISTING TRAFFIC CONTROL SIGNAL AT THE + EQUIFMENT TO BE SUPPLIED BY THE SHA CATEGORY _
N OADWAY STREET IN THE TOWN OF UNION BRIDGE. :
CARROLL COUNTY. MD 75 IS ASSUMED TO RUN IN A NORTH-SOUTH DIRECTION. CADE D, QUANTITY DESCRIPT [ON _CODE MO. QUANTITY DESCRIPTICN
INTERSECTION OPERATION 203030 8 C.Y. TEST PIT EXCAVATION
900000 1 EACH FOUR-CHANNEL. TIME-DELAY-QUTPUT. LOOP DETECTOR AMPLIF IER . PREF ORM
THE INTERSECTION WILL OPERATE IN A FOUR-PHASE., FULL-TRAFFIC-ACTUATED MODE WITH THE MD 75 >85620 290 L-F- TAERMOPL AST 1 EE@EMéﬁﬁLéigKﬁﬁgMANENT FrORMED
APPROACHES OPERATING CONCURRENTLY AND THE BROADWAY STREET APPROACHES OPERATING CONCURRENTLY. 971016 1 EACH EIGHT-PHASE. FULL-TRAFFIC—ACTUATED CONTROLLER WITH INTERSECTION I
[NDICATIONS WILL BE PROVIDED ACROSS ALL LEGS OF BROADWAY STREET INTEARSECTION. gDNngR"ll WITH BATTERY BACK-UP FOR PHONE DROP. HOUSED IN A NEMA 585624 60 L.F. 24 INCH WHITE HEAT APPLIED PERMANENT PREFORMED
[ZE "5" POLE MOUNTED CABINET THERMOPLASTIC PAVEMENT MARK [NG
CONTROLLER REQUIREMENTS 973023 0y <. SHEET ALUMINUM SIGNS TO CONSIST OF 801004 8 C.Y. FURNISH AND INSTALL CONCRETE FOR SIGNAL FOUNDATION
INSTALL A EIGHT-PHASE. FULL-TRAFF [C-ACTUATED CONTROLLER. INTERSECTION M o ROUND WIRE
AND ASSOCIATED HARNESSES HOUSED IN A NEMA SIZE 'S PGLE MOUNTED CABINET. - @O PHONE DROP -~ 2 EACH  D-3(1) SIGN (VARIABLE x 16 IN.) - POLE MOUNT 802501 240 L.F. ND. 6 A.W.G. STRANDED BARE COPPER GROUND
’ 805010 30 L.F. 1 IN. ELECTRICAL CONDUIT GALVANIZED RISER
SPECIAL NOTE 800000 40 L.F. 2 IN. SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED
UPON COMPLETION OF THIS PROJECT. THE CONTRACTOR SHALL NOTIFY MR. ROBERT SYNDER OF SHA AT (410) 787-7635 807400 1 EACH ELECTRICAL UTILITY SERVICE EQUIPMENT -
TO ARRANGE FOR THE PHONE LINE INSTALLATION. THE CONTRACTOR TO PR .
REE T NG RE o T PO L INE NS TALLATION OR IS TO PROVIDE MR. SYNDER WITH THE NEAREST 1207240 VOLTS 60 AMPS
805135 50 L.F. 3 IN. SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED
805155 160 L.F. 4 IN. SCHEDULE 80 RIGID PVC CONDUIT - SLOTTED
805160 40 L.F. 1 INCH LIQUID TIGHT FLEXIBLE NON-METALLIC
MAINTENANCE OF TRAFFIC CONDUIT FOR DETECTOR WIRE SLEEVE
810010 45 L.F. ELECTRICAL CABLE - 1 CONDUCTOR NO. 4 A.W.G — THHN/THWN
THE FOLLOWING TRAFFIC CONTROL STANDARDS SHALL BE REFERENCED FOR THE PROJECT. 810550 2 EACH MICROLOOP PROBE SET WITH 500 FOOT LEAD-IN CABLE
STANDARD NO. MD-104.31-01 (FLAGGING OPERATION) OPERATION) 813015 22 S.F. INSTALL OVERHEAD SIGN
STANDARD NO. MD-104.33-01 (SHOULDER WORK) 818004 3 EACH 10 FT. BREAKAWAY PEDESTAL POLE
STANDARD NO. MD~104.35 (LANE SHIFT) EQUIPMENT LIST “C” 818041 | 1 EACH 27 FT. STEEL POLE WITH SINGLE 60 FT. MAST ARM
837001 4 EACH GROUND ROD — 34 INCH DIAMETER x 10 FOOT LENGTH
C. EQUIPMENT TO BE REMOVED AND RETURNED TO SHA 860270 24 EACH 8 IN. VEHICULAR TRAFFIC SIGNAL HEAD SECTION
SHA FORCES SHALL REMOVE THE CONTROLLER AND ALL AUXILIARY EQUIPMENT FROM THE CONTROLLER 860278 2 EACH 12 IN. PEDESTRIAN SIGNAL HEAD SECTION - POLE MOUNT
PROJECT CONTACTS CABINET. THE CABINET AND ALL OTHER MATERIALS TO BE REMOVED BY THE CONTRACTOR SHALL BECOME
PROPERTY OF THE CONTRACTOR. 860282 6 EACH 12 IN. PEDESTRIAN SIGNAL HEAD SECTION -
: PEDESTAL MOUNT
THE CONTACT PERSONS FOR SHA ARE AS FOLLOWS:
860292 2 EACH CUT. CLEAN. GALVANIZE AND CAP TRAFFIC
MR. JOHN CONCANNON - MR. JIM BUCKALEW SIGNAL STRUCTURE
ASSISTANT DISTRICT ENGINEER - TRAFFIC ACTING DISTRICT UTILITIES ENGINEER
PHONE: (301) 624-8141 PHONE: (310) 729-8436 861104 260 L.F. ELECTRICAL CABLE - 2 CONDUCTOR (ALUMINUM SHIELDED)
MR. LEON KERNS MR. RICHARD L. DAFF. SR. 861106 1100 L.F. ELECTRICAL CABLE - 3 CONDUCTOR (NO. 14 A.W.G.)
ACTING ASSISTANT DISTRICT ENGINEER ~ MAINTENANCE CHIEF., TRAFFIC OPERATIONS DIVISION
PHONE: (410) 624-8140 PHONE: (410) 787-7630 861107 100 L.F. ELECTRICAL CABLE - 5 CONDUCTOR (NO. 14 A.W.G.)
| 861108 300 L.F. ELECTRICAL CABLE - 7 CONDUCTOR {NO. 14 A.W.G)
862101 1100 L.F. LOOP WIRE ENCASED IN 's4 INCH FLEXIBLE TUBING
(NO. 14 A.W.G)
WIRING DIAGRAM 862102 750 L.F. SAW CUT FOR SIGNAL (LOOP DETECTOR)
WIRING KEY 871201 1 EACH INSTALL CONTROLLER AND CABINET - POLE MOUNT
A 800000 LUMP SUM REMOVE AND DISPOSE OF EXISTING MATERIAL
E E—gUIEIDUCTUR ELECTRICAL . AND EQUIPMENT
A . 14 A.W.G.
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